




Max. SAE Gross SAE Operating Load SAE Operating Weight SAE Dump Height SAE DUMP REACH

(diesel engine) hp (kW) lbs (kg) lbs (kg) in (mm) (at max. height), in (mm)

L150 38 (28.4) 1,350 (612) 4,500 (2,042) 92.2 (2,341) 19.88 (505)

L160 46 (34.3) 1,600 (726) 5,534 (2,510) 93.3 (2,371) 27.9 (709)

L170 52 (39.3) 1,765 (801) 5,540 (2,513) 93.3 (2,371) 27.9 (709)

L175 60 (45) 2,000 (907) 6,230 (2,826) 95.6 (2,428) 27.7 (703)

L180 74 (55) 2,200 (998) 7,130 (3,234) 101.2 (2,569) 33.1 (840)

L185 82 (61) 2,500 (1,134) 7,135 (3,236) 101.2 (2,569) 33.1 (840)

L190 90 (67) 2,800 (1,270) 7,765 (3,522) 102.8 (2,611) 31.7 (806)























L150 L160 L170 L175 L180 L185 L190

A. Angle of departure 28° 28° 28° 27° 26° 26° 29°

B. Dump angle (maximum) 45° 44° 44° 43° 45° 45° 45°

C. Dump height (SAE) 92.2” (2,341 mm) 93.3” (2,371 mm)  93.3” (2,371 mm) 95.6” (2,428 mm) 94.7” (2,406 mm) 101.2” (2,569 mm) 102.8” (2,611 mm)

D. Dump reach @ maximum 
height (SAE)

19.8” (505 mm) 27.9” (709 mm) 27.9” (709 mm) 27.7” (703 mm) 39.5” (1,003 mm) 33.1” (840 mm) 31.7” (806 mm)

E. Height 74.1” (1883 mm) 76.2” (1,935 mm) 76.2” (1,935 mm) 77.1” (1,975 mm) 78.7” (1,999 mm) 78.7” (1,999 mm) 80.3” (2,040 mm)

F. Height to hinge pin 115.8” (2940 mm) 118” (2,996 mm) 118” (2,996 mm) 120.9” (3,070 mm) 126.8” (3,219 mm) 126.8” (3,219 mm) 127.6” (3,241 mm)

G. Ground clearance 8.5” (215 mm) 8.6” (219 mm) 8.6” (219 mm) 9.5 “ (241 mm) 8.9” (226 mm) 8.9” (226 mm) 10.6” (269 mm)

H. Length with bucket 121.3” (3,081 mm) 127.6” (3,240 mm) 127.6” (3,240 mm) 129.7” (3,293 mm) 150.3” (3,818 mm) 141.2” (3,587 mm) 148.2 “(3,764 mm)

I. Operating height 
(maximum)

141.7” (3,599 mm) 143.8” (3,652 mm) 143.8” (3,652 mm) 147.3” (3,742 mm) 143.7” (3,651 mm) 152” (3,861 mm) 152.9” (3,884 mm)

J. Rollback angle 
(at carry position)

35° 35° 35° 36° 37° 37° 37°

K. Wheelbase 37.2” (945 mm) 42.5” (1,080 mm) 42.5” (1,080 mm) 42.5” (1,080 mm) 48” (1,219 mm) 48” (1,219 mm) 51” (1,296 mm)

L. Circle clearance 129.6” (3,291 mm) 138.5” (3,519 mm) 138.”5 (3,519 mm) 138.6” (3,520 mm) 156” (3,963 mm) 149.4“ (3,795 mm) 158” (4,013 mm)

M. Wheel tread 47.9” (1,217 mm)
w/10” x 16.5” tires

53.9” (1,370 mm)
w/10” x 16.5” tires

53.9” (1,370 mm) 
w/10” x 16.5” tires

58.6” (1,488 mm) 
w/12” x 16.5” tires

58.5” (1,486 mm) 
w/12” x 16.5” tires

58.5” (1,486 mm) 
w/12” x 16.5” tires

59.6” (1,514 mm) 
w/14” x 17.5” tires

N. Width

60” (1,524 mm) 63.9” (1,624 mm) 63.9” (1,624 mm)
70.6” (1,793 mm)

w/12” x 16.5” tires
71.25” (1,810 mm) 71.25” (1,810 mm)

71.25” (1,810 mm)
w/12” x 16.5” tires
76.4” (1,941 mm)

w/14” x 17.5” tires

L150 L160 L170 L175 L180 L185 L190

Chain cases (*includes 
gearbox)

1.5 gal (5.7 L) 3.2 gal (12.3 L)* 3.2 gal (12.3 L)* 1.5 gal (5.7 L) 1.7 gal (6.4 L) 1.7 gal (6.4 L) 1.8 gal (6.8 L)

Cooling system 2.45 gal (9.3 L) 2.7 gal (10.2 L) 2.7 gal (10.2 L) 3 gal (11.4 L) 3 gal (11.4 L) 3 gal (11.4 L) 4.5 gal (17.4 L)

Engine crankcase (w/fi lter) 5.8 qt (5.5 L) 6.9 qt (6.5 L)  6.9 qt (6.5 L) 8.4 qt (8.0 L) 9 qt (8.5 L) 9 qt (8.5 L) 11.6 qt (11 L)

Fuel tank 8.75 gal (33.1 L) 14.4 gal (54.5 L) 14.4 gal (54.5 L) 16.3 gal (61.7 L) 22.9 gal (86.7 L) 22.9 gal (86.7 L) 26.5 gal (100 L)

Hydraulic oil system 5 gal (18.9 L) 8.6 gal (32.6 L) 8.6 gal (32.6 L) 8.6 gal (32.6 L) 15 gal (56.8 L) 15 gal (56.8 L) 15 gal (56.8 L)
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L150 L160 L170 L175 L180 L185 L190
SAE Heaped
CAPACITY

SAE Struck
CAPACITY

Weight

54” (1372 mm) Dirt/Foundry X 10.2 ft3 (.28 m3) 7.8 ft3 (.21 m3) 250 lbs (113 kg)

60” (1524 mm) Dirt/Foundry X X X 11.5 ft3 (.31 m3) 8.7 ft3 (.24 m3) 270 lbs (122 kg)

66” (1676 mm) Dirt/Foundry X X X 15.2 ft3 (.41 m3) 11.6 ft3 (.31 m3) 370 lbs (168 kg)

72” (1829 mm) Dirt/Foundry X X X X X X 16.7 ft3 (.45 m3) 12.7 ft3 (.34 m3) 390 lbs (177 kg)

78” (1981 mm) Dirt/Foundry X X X X 18.4ft3 (.52 m3) 13.8 ft3 (.39 m3) 435 lbs (197 kg)

54” (1372 mm) Low Profi le X 10.3 ft3 (.28 m3) 8.0 ft3 (.22 m3) 305 lbs (138 kg)

60” (1524 mm) Low Profi le X X X 11.5 ft3 (.33 m3) 8.9 ft3 (.2 m3) 330 lbs (150 kg)

60” (1524 mm) Low Profi le (extended) X X X 14.3 ft3 (.40 m3) 10.3 ft3 (.29 m3) 360 lbs (163 kg)

66” (1676 mm) Low Profi le (extended) X X X 15.5 ft3 (.44 m3) 11.2 ft3 (.32 m3) 434 lbs (197 kg)

72” (1829 mm) Low Profi le (extended) X X X X X X 17.1 ft3 (.48 m3) 12.2 ft3 (.35 m3) 477 lbs (216 kg)

78” (1981 mm) Low Profi le (extended) X X X X 18.6 ft3 (.52 m3) 13.2 ft3 (.37 m3) 502 lbs (227 kg)

84” (2134 mm) Low Profi le (extended) X X X 20.1 ft3 (.57 m3) 14.1 ft3 (.40 m3) 608 lbs (276 kg)

60” (1524 mm) Utility/Light Material X X X 19.7 ft3 (.56 m3) 15.9 ft3 (.45 m3) 350 lbs (159 kg)

72” (1829 mm) Utility/Light Material X X X X X X 23.7 ft3 (.65 m3) 19.0 ft3 (.52 m3) 435 lbs (197 kg)

84” (2134 mm) Utility/Light Material X X X X X X 27.9 ft3 (.79 m3) 22.3 ft3 (.64 m3) 500 lbs (227 kg)

60” (1524 mm) Manure/Fertilizer X X X 16.7 ft3 (.47 m3) 12.9 ft3 (.37 m3) 340 lbs (154 kg)

72” (1829 mm) Manure/Fertilizer X X X X X X 19.1 ft3 (.54 m3) 15.5 ft3 (.44 m3) 465 lbs (211 kg)

84” (2134 mm) Manure/Fertilizer X X X 22.5 ft3 (.64 m3) 18.2 ft3 (.52 m3) 540 lbs (245 kg)

L150 L160 L170 L175 L180 L185 L190

OPERATING LOAD: 1,350 lbs 
(612 kg)

1,600 lbs 
(726 kg)

1,765 lbs 
(801 kg)

2,000 lbs 
(907 kg)

2,200 lbs 
(998 kg)

2,500 lbs 
(1,134 kg)

2,800 lbs 
1,270 kg)SAE

TIPPING LOAD:
2,700 lbs 
(1,225 kg) 

3,200 lbs 
(1,451 kg)

3,530 lbs 
(1,601 kg)

4,000 lbs 
(1,814 kg) 

4,400 lbs 
(1,996 kg) 

5,000 lbs 
(2,268 kg) 

5,600 lbs
(2,450 kg)Without weights per 

SAE J-732

BREAKOUT FORCE:

SAE Bucket breakout 
force

3,500 lbs 
(1,591 kg)

3,712 lbs 
(1,687 kg) 

3,712 lbs 
(1,687 kg) 

4,312 lbs 
(1,956 kg)

6,034 lbs 
(2,737 kg)

7,670 lbs 
(3,479 kg)

7,670 lbs 
(3,479 kg)

SAE Boom breakout 
force

2,400 lbs 
(1,089 kg)

2,828 lbs 
(1,285 kg) 

2,828 lbs 
(1,285 kg) 

3,003 lbs 
(1,362 kg)

4,194 lbs 
(1,902 kg)

4,836 lbs 
(2,194 kg)

6,229 lbs 
(2,825 kg)

OPERATING WEIGHT:

SAE*
4,500 lbs 
(2,042 kg)

5,534 lbs
(2,510 kg)

5,540 lbs 
(2,513 kg)

6,230 lbs 
(2,826 kg)

7,130 lbs 
(3,234 kg)

7,135 lbs 
(3,236 kg)

7,765 lbs 
(3,522 kg)

CYCLE TIMES:

Raising time 3.1 sec 3.0 sec 2.7 sec 3.1 sec 2.8 sec 2.8 sec 3.3 sec

Dumping time 1.6 sec 2.0 sec 1.7 sec 2.3 sec 1.8 sec 1.8 sec 1.8 sec

Lowering time 3.5 sec 3.0 sec 2.3 sec 2.1 sec 2.5 sec 2.5 sec 3.1 sec

Retract time 1.4 sec 1.7 sec 1.5 sec 1.5 sec 1.6 sec 1.6 sec 1.6 sec

Total boom-cycle 
time

9.6 sec 9.7 sec 8.2 sec 9 sec 8.7 sec 8.7 sec 9.8 sec

GROUND SPEED:

Single Speed 7.3 mph 
(11.8 km/h)

7.3 mph 
(11.8 km/h)

7.3 mph 
(11.8 km/h)

7.2 mph 
(11.6 km/h)

7.0 mph 
(11.2 km/h)

7.0 mph 
(11.2 km/h)

NA

Two Speed NA NA NA Available Available Available Available

Low Range
NA NA NA

5.9 mph 
(9.5 km/h)

7.0 mph 
(11.2 km/h)

7.0 mph 
(11.2 km/h)

6.3 mph 
(10.1 km/h)

High Range
NA NA NA

10 mph 
(16.1 km/h)

11.3 mph 
(18.2 km/h)

11.3 mph 
(18.2 km/h)

10.3 mph 
(16.6 km/h)














